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Hierarchical ordering of Teqiientiai processes 

... Characteristic for such machines is that when the same program is executed twice-with the same 
input data, if any-both times the same ... Suppose that offering a program to the machine consists 
of loading a pack of cards Into a card reader (and pushing some button on the ... 

.QiM..bxg51 - Rejated .articles - A|[ 4. versions 

RFID enhances visitors' museum expe rience at the Exploratorium 

... Although the card has a unique ID, visitors (at the start of their visit) enter their email address 
at a registration kiosk to register ... Visitors purchase a card at an admissions desk, take It to a 
card-reader terminal, and create a personal profile that Includes preferred language, favorite ... 

IBOOK] Smart card handbook 

W RsnkI, W Effirig - 2004 - books.google.com 

... Cards 814 14.3 Electronic Toll Systems 819 14.4 Digital Signatures 822 14.5 The PKCS #15 
Signature Application 833 14.6 The FINEID Personal Identification Card 840 14.7 Tachosmart 
840 15 Application Design 843 15.1 General Information and Characteristic Data 843 15.1 ... 
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Distributed processes: a concurrent programming concept ^.edu [PDF] 

PB Hansen - 19/'8 - portai.acm.org 

... In many appll- cations It Is possible to avoid resource scheduling alto- gether and dedicate a 
resource to a single process (as In the card reader and line printer ... User processes Identify 
themselves by unique Indices 1,2 n. The constant nil denotes an undefined process Index ... 
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IHTML] Concept for a smart card kerberos S£0£l©iCO|l 
M \ ■< \ ^ 

... function as follows: Initial State: Client Kerberos holds no user-unique Information. The smart 
card holds the userld In the clear and the user's private key encrypted In a key derived from a 
password. Step 1 : The user Inserts his/her smart card Into the card reader attached to the ... 

CiM 30 - RfiMM JMJiStes 

Issues in personalizing shared ubiouitous devices fiSM!MM U'^^l 

J Trevor, DIVI HIibert, BN Schilst - UblComp 2002: ubiquitous 2002 - books.googie.com 

... approaches the shared device and swipes their smart card over the card reader (Figure 4). In 

our current implementation we use 32 bytes of rewritable storage on each smart card to store 

an encrypted version of the user's NT password. The PIP system reads the unique card ID ... 
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Internet card, a smart card as a true Internet node 

P Urien ■■ Computer Comrriunicailons, 2000 - Elsevier 

... 2.2. Application protocol data unit (APDU). The OSI layer 5(sesslon) and 7 (application) 
have been combined as a unique entity defined by the ISO 7816-4 standard. ... In a terminal, 
a particular software driver manages the card reader. ... 
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Wireless LAN access network architecture for mobile operators SIMiMM l^^^ 

\ ^ " ^ 0 0 " t ^ 'o^ scjciety.cjrg 

... any wireless LAN terminal device that provides GSM SIM card reader and defined operator 
WLAN signaling module. ... The access controller separates the mobile terminals using a terminal 
IP address and a unique WLAN llnk-layer-speclfic MAC address. ... 
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... tulates three building blocl<s: sometliing a person l<nows (a code), or possesses (a card), or has 
(a characteristic). ... air- ports, military installations, and even col- lege cafeterias that use devices 
that identify people from physiological or behavioral char- acteristics unique to them. ... 
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The design of the Venus operating system 
BH Li£;kov-- 1972 •• portaLacrfi.org 

... which imposes fairly severe restrictions on its content. The Interdata is connected to 
several teletypes, a card reader, a printer, and two magnetic tapes. In ... semaphore. 
Procedures. Each procedure is stored in a unique segment. Call ... 
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